KRGS

TECHNICAL SPECIFICATION

FORM I

MOTORISED ALUMINIUM ROLLER SHUTTER
SUGGESTED BULKHEAD / COLUMN DETAILS

OUTSIDE HINGED ACCESS DOOR IF
REQUIRED TO ENABLE ACCESS TO
THE MANUAL RELEASE CABLE
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REMOVABLE 18MM
SIDE GUIDE DEEP PACKER
30WIDE X
SO0DEEP
75X75X4 RHS STEEL
POST FIXED BETWEEN
— - = - - — - THE FLOOR AND THE
| | BUILDING STRUCTURE
ABOVE THE ROLLER
S0mm MINIMUM SLOT IN N\ RECOMMENDE D SHUTTER DRUM, TO
UNDERSIDE 0OF BULKHEAD, — MINIMUM OF SUPPORT THE ROLLER
FOR ENTIRE LENGTH OF © 100MM SHUTTER. (SUPPLIED BY
ROLLER DOOR, TO OTHERS)
ACCOMODATE BOTTOM RAIL | |
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ALTERNATIVE END
ACCESS PANEL

REMOVABLE SOFFIT
ACCESS PANELS,
DIVIDED INTO
MANAGEABLE SECTIONS
OVER ENTIRE LENGTH
OF THE OPENING. THIS

INSIDE HINGED ACCESS DOOR
TO ENABLE ACCESS TO THE
MANUAL RELEASE CABLE
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RECOMMENDED 140mm
SIDEROOM REQUIRED
EACH SIDE

SECTION A-A

BULKHEAD ALTERNATIVE MOTOR
ACCESS PANEL
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ALTERNATIVE END
ACCESS PANEL

IS TO PROVIDE
FUTURE ACCESS FOR
SERVICING AND
ADJUSTMENT DOF MOTOR
LIMITS.

PLEASE NOTE: THE
ENTIRE SOFFIT AND
REAR OF THE COLUMN
MUST BE LEFT CLEAR
UNTIL THE DOOR HAS
BEEN INSTALLED
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(SEE 4-PIN PLUG ASSEMBLY
TECH 7D)
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DRUM INSTALLED IN _+_ _L
BULKHEAD. e .
ACCESS ESSENTIAL FOR LIMIT
ADJUSTMENT AND SERVICE r=4--1
MANUAL RELEASE | | ﬁ i
CABLE  — [ ! HINGED ACCESS DOOR
—~ COLUMN | TO MANUAL RELEASE
Lo——_1 CABLE

ELEVATION OF DOOR OPENING WITH

CUTAWAY SECTION OF CMU DRUM INSTALLED IN BULKHEAD

KRGS HAS A CONTINUOUS PROGRAM OF PRODUCT DEVELOPMENT AND RESERVES THE RIGHT TO CHANGE SPECIFICATIONS AT ANY TIME WITHOUT NOTICE

PLEASE NOTE: 1.

2.

KRGS SHUTTERS MUST BE INSTALLED TO STRUCTURAL SUPPORTS
i.e. RHS STEEL POSTS, CORE FILLED MASONRY, TILT UP CONCRETE PANELS
ALL STRUCTURAL SUPPORTS FOR BRACKETS AND SIDE GUIDES TO BE PROVIDED BY OTHERS



