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Maximum height available is 
        4200mm overall from top of track 

Section details. 
Typical support 50mm x 150mm 

                 header. Supported by 10mm 
                 threaded rod at 900mm centres, 
         

Threaded rod at 300mm centres 
inside storage pocket stacking 

          area. 

Plan details. 

CEILING 

Panel width 
 
300—300mm 
150—200mm 

19mm standard 
clearance from 
top panel to 
underside of 

ceiling. 

Bottom clearance. 
 

20mm for counter 
drop. 

Socket. 

Pocket door Pocket door 

Rubber bumper 

Aligning bar 

Aligning pins 

30mm dia. 

20mm 
Dia. 

50mm 
Or  

70mm 

Top & bottom 
locking post Hook lock engages 

Into wall channel 

Wall channel on pocket door detail Top & bottom locking post detail 

Minimum clear width 
 

300—350mm 
150—200mm 

Minimum clear width 
 

SD300—350mm 
SD200—250mm 

Storage 
pocket 

Storage 
pocket 

Aluminium 

with spring 
loaded dust 
cap. 

MIRAGE INDUSTRIES P/L HAS A CONTINUOUS PROGRAM OF PRODUCT DEVELOP MENT AND RESERVES THE 
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40 

36 

Track—36mm wide x 40mm high overall   

150-300 SERIES FOLDING CLOSURES


